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1: Introduction

1.1
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1.4 Terminologies and Acronyms
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Table 1-1 Acronym Table

ISP Internet Service Provider

PC Personal Computer

NIC Network Interface Card

MAC Media Access Control

LAN Local Area Network

Wireless LAN Wireless Local Area Network

UTP Unshielded Twisted Pair

ADSL Asymmetric Digital Subscriber Line
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2: Getting Started

This chapter describes how to set up and configure the LS100W for the first time..

- 2.1 Panel Layout explains the panel layout and LED indicators.

- 2.2 Connecting the Hardware describes how to connect the power, the network, and the serial

device to the LS100W.

- 2.3
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Figure 2-
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Figure 2-3. Connecting a Serial Device to the LS100W

2.3 Accessing Console Port

There are two ways to access console port of the LS100W
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Figure 2-
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- If group is omitted, shows help
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> set ip static * 255.255.0.0
OK
>

Figure 2-
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> get ip
IP_mode: static
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Figure 2-13 Getting all parameters screen

2.4.3 ‘help’Command

With ‘help’
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2.4.7 ‘
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Table 3-1 Wireless Lan Setting Parameters

Parameter Values

SSID Default / (Max 16 32 characters)

Type Infrastructure mod1  Tm311.4r A9(Id]TJ
1 0 0 1 35Tm
5-275(i9  Tm
[(M)117.2 0 0 1 3531u)307r)-9(e)-233(m)-9ues
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set host hostmode par1 par2 ...

where,
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Sync-Sent

If the LS100W sends a connec
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2) Operations

Serial data transfer

When a session has been established,
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5.1.2 TCP Server Mode Configuration



36

5.2 TCP Client Mode Operations

5.2.1 Overview

The
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Cyclic Connection

It Cyclic Connection function is enabled, the LS100W will make an attempt to connect to the user-
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7: System Administration

Users can configure administrator username, password and device name using set command as

follows:
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Appendix C: Troubleshooting

C.1 Power/LED Status Troubleshooting

Problem Cause Action

Power LED does
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C.4 IP Address Troubleshooting

Problem Cause Action
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C.7 Serial Communication Troubleshooting
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Appendix D
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D.3 HARDWARE PRODUCT WARRANTY DETAILS

WARRANTY PERIOD: SENA warranties embedded hardware Product for a period of one (1) year,
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